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Central Decontamination Units (CDU)

MPH CDU Reverse Osmosis Tank:

During investigatory works in relation to a leak in the new RO tank @ MPH CDU,

The repair for this was successfully progressed across 1/2 June 2023. 2 days partial
contingency arrangements were required @ RVH CDU. The works were followed up
with thermal sanitisations and water sampling. Water results were confirmed as
acceptable, in line with HTM 01-01 standard.

The investigation works report was submitted to estates confirming the newly
installed reverse osmosis tank @ MPH tank could be repaired rather than replaced
and this work was also successfully progressed across 12t" July bank holiday period,
which required 5 days contingency arrangements @ RVH. These works were also
followed up with thermal sanitisations and water sampling. Water results were
confirmed as acceptable, in line with HTM 01-01 standard.

Weekly TVC and Endotoxin testing, which was requested by Dr Elbaz, has now been
discontinued as the tank is repaired.

All other test results continue to be within acceptable values as per HTM 01-01
standard.

BCH EDU Reverse Osmosis Tank:

Works were completed to replace the Reverse Osmosis heat exchanger @ BCH
EDU were completed across 1st — 4th September. The works were followed up with
thermal sanitisations and water sampling. Water results failed as per HTM 01-01
standard and therefore external contingency arrangements were put in place with the
south eastern Trust. Further sanitisation and water sampling were carried out and
were confirmed as acceptable.

RVH EDU Refurbishment:

The project to install 6 x new endoscope washer-disinfectors and a new reverse
osmosis plant @ Phase 2B EDU is still ongoing and all work is diverted to BCH EDU.
The unit is expected to re-open in October 2023.

Decontamination Service Water testing:

All other water testing performed by the decontamination service has been
completed in line with testing schedules and HTM01-01 & HTM 01-06 testing
requirements.



